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i3ALLSYNC
Wireless presenting app

Walk into your meeting room and start your presentation without wasting time by 
hunting for the right cable, resolution or driver. Share your content wirelessly from 
any device you want to present from and control your device from the display screen 
without a remote. 

Eff ortless wireless
presenting.

Top features

User-friendly
Participants can share their 
screen at one click of a button.

Pre-installed
Pre-installed on the i3TOUCH 
E10r, i3TOUCH P11 & P12, 
i3HUDDLE 3.0 & i3SIXTY S4300.

Wireless sharing
Share your content wirelessly 
from any device (Windows, 
Android, MacOS and iOS).

Airplay integration
integration of Airplay for iOS 
& MacOS.

Multiple viewers
Up to 64 simultaneous users 
can follow presentation on their 
devices.
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Laptops & Tablet PCs iPads, iPhones,& iPods Android Tablets & Phones

Operating System Windows 7 or newer,  
OSX 10.10 or newer iOS version 8.0 or newer Android 6.0 or newer

Minimum Required Intel Core 2 Duo, 2.3GHz  
2 GB RAM iPad 3 / iPhone 5 or newer Phones/Tablets with Android 6.0 or 

newer

Recommended Intel Core i5 with 2C4T, 2.3GHz  
6 GB RAM iPad 3 / iPhone 5 or newer Phone/Tablets with Android 6.0 or 

newer

i3ALLSYNC SHARE NETWORK REQUIREMENTS

Network and internet access

When I3ALLSYNC is deployed into the existing network, the host PC and the clients require wired or wireless 
network connection with a minimum bandwidth of 20 Mbps. When running HD content, increase the minimum 
bandwidth to 50 Mbps. Like any network application, the overall performance would be depended on available 
bandwidth. Internet access is required to activate the I3ALLSYNC Windows Software (server) and install software 
updates for I3ALLSYNC Windows Software (server). Internet access is also required to install and update the 
I3ALLSYNC client apps for Windows, Mac, iOS, and Android. 

i3ALLSYNC SPECIFICATIONS

Resolution Up to 1080p (FHD)

Framerate 30 fps

4-way splitscreen Only on i3HUDDLE

Video latency less than 200 ms

Audio HDMI audio

Touch 10 point multitouch (only with Windows Transmitter Client)

Recommended internet WiFi 2.4 GHz

i3ALLSYNC CLIENT/USER DEVICE  
TECHICAL REQUIREMENTS 

Optional HDMI transmitter

Plug and Play

No installation needed

Not a fan of software? Use our physical HDMI 
transmitter to present to i3ALLSYNC.


